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\"/ Outline

 Motivation and objectives
 Parameters of the forced coaxial jet
 Experimental facility
* Results

 Unforced cases

 Pressure node/antinode forcing

e Conclusions
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\ / Motivation:
Q

o Combustion Instability in Rocket Engines

Acoustic
waves
Thermoacoustic
Instability
Mechanism
Mixing
Unsteady dynamics

heat release ' '

e . -
-

* *_ Destructive Instabilities ~
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\‘.'/ Objectives

Investigate acoustic receptivity
characteristics of a model liquid rocket
engine injector

« Dimensionless frequency

 Acoustic amplitude

e Momentum flux ratio
e Location within the mode

“Preferred mode” of the coaxial jet
* Definition of natural frequency of the flow
« Characteristic velocity scale
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Potential cores

The Coaxial Jet

Geometry parameters

Locus of maximum velocity

Inftial meryi
zone

Intermediate
merging zone

Dimensionless

Areza rat2|0 post thickness
— - - 1
Flow parameters

Fully merged
zone Rei _ ,01U1D1 Rei _ p2U2(D3 — D2)
H H
u? U

Outer shear layer J= pz—; r= U_2 S, = Pa S, = Ps
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Inner shear layer We = ,02U D

O

Inflow boundary conditions
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Mean velocity profiles
RMS fluctuation profiles
Spectral content
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5.

Transverse Acoustic
mode from
chamber/siren

- f=f(c, geometry)
Acoustic modes
propellant lines
- f~c/2L da

Post wake

Shear layer instabilities
- Stezfeluch

Jet preferred modes
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The Forced Coaxial Jet

Very low density ratio regime: 0.005< P2 01
P
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Recirculation Inner Jet

Zone

Lip Outer Jet

thickness Core
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Initial Intermediate
Merging Zone Merging Zone
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\‘.'/ Forcing Characterization

* Shift pressure normalization from chamber pressure to injector dynamic pressure

* Normalize the frequency by the preferred mode of the coaxial jet

* Identify receptivity inception point—threshold for coupling between acoustics and flame
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Experimental Facility

Transverse Direction
e Diey
A I
) )
O (-]

;

Acoustic Source

Capabilities
— Cryogenic propellant temperature control with high accuracy (x1 K)
— Sub- and super-critical chamber pressure (p. up to 10.4 MPa)

— High amplitude acoustic forcing (p'/p. ~ 0.02)
— Coaxial injector with extended length for fully developed turbulent flow (I./D > 110)

— High-speed diagnostic tools

U Inner Chamber (Test Section)

Waveguide

* Pressure transducer(s) natural frequency > 100 kHz
» Time-series backlit imaging ( f > 25 kHz)
« Off-axis windows for future PIV/PLIF measurements
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\‘.'/ Experimental Conditions

New Iinjector

- D;=1.4mm Ambient gas N,

— AR =1.68
— t/D, =0.27 Liquid N,
J=2and 6
N, inner jet @ 120 K
Gas He

Gaseous He @ 275 K
‘Re, ~ 1.5x104

‘Re, ~ 1x104
*Fully-developed turbulent flow conditions
Chamber pressure 2.8 MPa (400 psi)—> subcritical
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Unforced Cases
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Convection Velocity

Verify the accuracy of the Dimotakis (1986) expression for shear layer
convection velocity for these flow conditions.
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§.{ Forced Cases
&

Representative cases for pressure node and pressure antinode

baseline Pressure antinode Pressure node

AFRL
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No receptivity Weak receptivity

Natural
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mode pair convective _
mode pair
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Outer jet mass
flow pulsations

CCCCC e

N S
Sugupmp=

unforced POD structure

POD structure Max forcing

DISTRIBUTION STATEMENT A. Approved for public release; distribution unlimited.
PA Clearance 14208



forcing

_____________________________ . F = =2. 6
Pressure I\T(')de je'[
U=0 0.06 m/s 0.12 m/s 0.16 m/s 0.25m/s 0.34 m/s 0.52 m/s 0.72 m/s
No recept|V|ty Weak receptivity High recept|V|ty
Forced
Natural convective POD
convective POD mode pair

mode pair
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—————— Apparent excitation of

_________________ - antisymmetric mode in the
""""""""""""""""" outer jet that drives

instabilities in the inner jet

Pressure Node

AFRL,
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Receptivity
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\‘.'/ Summary

 Convection velocity predicted using shear
layer model

« Coaxial jet preferred mode scaling law

 Receptivity characteristics for J =2 and 6

— Pressure antinode - outer jet puffing mechanism
— Scales with outer jet dynamic pressure

— Pressure node = excitation of helical or
antisymmetric mode

— Very sensitive mode—driven by low level forcing

T
by
G, = i \
% B §
i, B e |
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\‘.'/ Future Work

 Determine robustness of scaling laws

— Convection velocity (i.e. Dimotakis law)
— Strouhal number

e Supercritical conditions
 Reacting flow conditions

e Multiple injectors
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Backup slides
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\/ Convection Velocity

Convective Shear Layer \elocity by Dimotakis (1986)
\ortex Frame of Reference

Uo_Uc

(Uo > Ui)

_—
—
—
—
—
—
—
—
_—
_—

» Bernoulli’s equation
— A stagnation point must exist between vortices. Therefore, along a line through this point,
dynamic pressures are approximately equal.

po(Uo _Uc)2 ~ P (U| _Uc)2

U _ Uopé/2 +Ui10i1/2 St — fnatD

1/2 1/2 U

pO +pl \/

=> If St, D, U, are held constant then f.,, may be constant.
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§.{ Convective Mode from POD
<

CPSD Magnitude

CPSD Phase (deg.)

Proper Orthogonal Decomposition
To identify traveling, coherent structures, a conjugate mode pair is identified as any two
modes whose CPSD magnitude peaks near a phase of +90°.12

f (KHz)
180
90
0
-90
-180 S
o 1 2 3 4
f (kHz)

POM 3 POM 4

POMs 3 & 4 exhibit the same
flow structure, shifted by 90°
in the direction of flow.

Singuiar vaiue

10 10° 10°
Mode
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(POMSs) 3 & 4 were found to
be the most energetic
conjugate pair.

The natural mode is
represented by POMs 3 & 4.

The natural mode spans a
band of frequencies rather
than a single peak frequency.

Arienti, M. and Soteriou,
M.C.(2009)
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